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Steel beam

Thickness of steel profile [mm]

1.5 2 3 ≥4

NRK[kN] 2.20 3.40 5.80 6.80

With substructure(≤2mm) and asymmetrical substructures such as C- or
Z-rails, the NRK load characteristic values must be reduced by 30%.

Characteristic tensile strength

Thickness of steel rail [mm]

1.5<3.0 3.0<5.0 5.0<7.5 7.5≤10 ≥10

Ø (mm) Without
pre-drilling 6.8 7.0 7.2 7.4

Pre-drill diameter

Steel profile

Marking
ES19/86524

Necessary tools: Safety:

Recyclable

Specifications

Description Fastening for direct anchoring to metal purlins with EPDM sealing washer
Metric M8

Steel beam

Double threaded bolts: Stainless steel A2-70
Guide rail fastening: Aluminium EN AW 6005A T6 (raw or anodised)
EPDM

Hexagonal SW5

See table

Length

Diameter

Anchoring surface

Materials

Drive

Pre-drill diameter

Tightening torque Screw M8: 20 Nm
Screw M10: 40 Nm

Compatible profile

Units in millimeters (mm)

* Click

R2-06/24

S01.1-EN

G1-EN

 M10

65

165 40

50

Mounting wrench: Allen
no. 5 M10 Nut

Sealing
gasket

Self drilling
 M8
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