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SUNFER  ESTRUCTURAS,  S.L.U.  Camino de la Dula s/n 46687 Albalat de la Ribera – Valencia (Spain) 

Guarantee Terms and Conditions 

Sunfer Guarantees 

R2-2023 

ES13/13899 ES22/211172 

 

Structural and Anticorrosion Guarantee 
All SUNFER mounting systems are manufactured under strict production control in our factory, as are our raw materials, 

which are periodically tested to ensure quality. It is for these reasons we are able to offer the following guarantee for our 

products: 

25 year Structural Gurantee 

Anticorrosion Guarantee per the below table 
 

Materials 

NON-HARSH environment (1) 

Distance to coastline 

greater than 5 Km  

HARSH or MARINE environment 

Distance to coastline 

less than 5 Km 

Raw Aluminum Fifteen (15) years Five (5) years 

Anodized Aluminum Twenty-five (25) years Twenty-five (25) years 

Table 1. 

 

(1) Non-exhaustive list of zones considered to be harsh environments:  

a. Industrial zones with emissions that include: sulphur dioxide, nitrogen oxides, sulphuric acid, sulphuric 

compounds, chlorine, or other volatile gases; 5 km safety distance. 

b. Electric generating stations that use the following fuels: coal, natural gas, petroleum;  

5 km safety distance. 

c. Petrochemical plants; 5 km safety distance. 

d. Cellulose factories; 5 km safety distance 

e. Wastewater treatment facilities: 500 m safety distance.  

In these zones it is always necessary to utilize anodized aluminum if inside of the minimum safety radius indicated above.  

    

The warranty of the adhesive in reference 07.1H and S07.1 is ten (10) years. The warranty of the 2-sided adhesive tape of 

the S07.1 anchor covers the product supplied by Sunfer and can be applied provided that the breakage is caused by 

the tearing off of the profile with respect to the adhesive tape, in the event that the breakage is caused by the tearing 

off of the adhesive tape from the roofing, it will be considered a faulty assembly on site. 

 

Mixed galvanised steel and raw aluminium supports such as, for example: Elevated, Monopoles, Car parks:  

                                                                                                           Environments C3 fifteen (15) years guarantee.  

Environments C4-C5 five (5) years.  

Mixed galvanised steel and anodised aluminium supports, such as: Elevated, Monopoles, Car parks:  

Environments C3 guarantee twenty-five (25) years.  

Environments C4-C5 fifteen (15) years. 

 

This guarantee applies to orders supplied from 3rd January, 2023 on. Orders delivered before this date shall be governed 

by the guarantee that was in force at the time that the order was supplied. 

 

The guarantee covers the final installation, and applies directly to the end user of the structure. Guarantees are managed 

between SUNFER and commercial distributors, so if an end user needs to invoke a guarantee, they must contact the 

distributor that supplied the material, and the distributor will coordinate with SUNFER Customer Service. The period of 

coverage of the guarantee begins upon the date that the delivery of the material is received by the end user, but will be 

repealed if the client does not comply with the payment terms stated in the invoice. 

 

To invoke the guarantee, the following documentation must be produced:  

• Sales invoice. 

• Date system was put in service. 

• Information of end user (name, address, distributor, etc). 

• General photographs showing the entire system as installed. 

• Installer’s final work plans/drawings. 

• Detailed photos of:  

o Fastening of the system to the roof, which shows the distance between mounting points.  

o The structure mounted without panels attached.  

o A rear view of the structure (from roof ridge if coplanar). 





https://drive.google.com/file/d/1AZxZu1Uz8GfwIt0_ix3joIPtPdkWT78M/view?usp=sharing
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SUNFER  ESTRUCTURAS,  S.L.U.  Camino de la Dula s/n 46687 Albalat de la Ribera – Valencia (Spain) 

Guarantee Terms and Conditions 

Sunfer Guarantees 

R2-2023 

ES13/13899 ES22/211172 

 

Structural and Anticorrosion Guarantee 
All SUNFER mounting systems are manufactured under strict production control in our factory, as are our raw materials, 

which are periodically tested to ensure quality. It is for these reasons we are able to offer the following guarantee for our 

products: 

25 year Structural Gurantee 

Anticorrosion Guarantee per the below table 
 

Materials 

NON-HARSH environment (1) 

Distance to coastline 

greater than 5 Km  

HARSH or MARINE environment 

Distance to coastline 

less than 5 Km 

Raw Aluminum Fifteen (15) years Five (5) years 

Anodized Aluminum Twenty-five (25) years Twenty-five (25) years 

Table 1. 

 

(1) Non-exhaustive list of zones considered to be harsh environments:  

a. Industrial zones with emissions that include: sulphur dioxide, nitrogen oxides, sulphuric acid, sulphuric 

compounds, chlorine, or other volatile gases; 5 km safety distance. 

b. Electric generating stations that use the following fuels: coal, natural gas, petroleum;  

5 km safety distance. 

c. Petrochemical plants; 5 km safety distance. 

d. Cellulose factories; 5 km safety distance 

e. Wastewater treatment facilities: 500 m safety distance.  

In these zones it is always necessary to utilize anodized aluminum if inside of the minimum safety radius indicated above.  

    

The warranty of the adhesive in reference 07.1H and S07.1 is ten (10) years. The warranty of the 2-sided adhesive tape of 

the S07.1 anchor covers the product supplied by Sunfer and can be applied provided that the breakage is caused by 

the tearing off of the profile with respect to the adhesive tape, in the event that the breakage is caused by the tearing 

off of the adhesive tape from the roofing, it will be considered a faulty assembly on site. 

 

Mixed galvanised steel and raw aluminium supports such as, for example: Elevated, Monopoles, Car parks:  

                                                                                                           Environments C3 fifteen (15) years guarantee.  

Environments C4-C5 five (5) years.  

Mixed galvanised steel and anodised aluminium supports, such as: Elevated, Monopoles, Car parks:  

Environments C3 guarantee twenty-five (25) years.  

Environments C4-C5 fifteen (15) years. 

 

This guarantee applies to orders supplied from 3rd January, 2023 on. Orders delivered before this date shall be governed 

by the guarantee that was in force at the time that the order was supplied. 

 

The guarantee covers the final installation, and applies directly to the end user of the structure. Guarantees are managed 

between SUNFER and commercial distributors, so if an end user needs to invoke a guarantee, they must contact the 

distributor that supplied the material, and the distributor will coordinate with SUNFER Customer Service. The period of 

coverage of the guarantee begins upon the date that the delivery of the material is received by the end user, but will be 

repealed if the client does not comply with the payment terms stated in the invoice. 

 

To invoke the guarantee, the following documentation must be produced:  

• Sales invoice. 

• Date system was put in service. 

• Information of end user (name, address, distributor, etc). 

• General photographs showing the entire system as installed. 

• Installer’s final work plans/drawings. 

• Detailed photos of:  

o Fastening of the system to the roof, which shows the distance between mounting points.  

o The structure mounted without panels attached.  

o A rear view of the structure (from roof ridge if coplanar). 



 

 

 

 

 

 

SUNFER  ESTRUCTURAS  S.L.U.  Camino de la Dula s/n 46687 Albalat de la Ribera – Valencia (Spain) 

 

Sunfer Guarantees 

R2-2023 

ES13/13899 ES22/211172 

• Plan/drawing of the affected area which shows distances between mounting points. 

 

Coverage and Exclusions 

 
Coverage  

 
This guarantee covers the replacement and shipping of the defective components or of the entire system if necessary, 

with no charge. In the case of a replacement not being available, a suitably similar replacement will be provided. 

  

The guarantee is limited to replacement of defective products. The following costs, indirectly associated with the return 

process, will not be compensated: disassembly or any consequential, supplementary, or related damages, including lost 

profits or other indirect costs. 
 

The guarantee covers all metallic elements included in a SUNFER structure. 

 

Exclusions  
 

Any issues or defects caused by or related to the following shall be excluded from the guarantee:  

 

• Inadequate installations which did not follow the installation instructions provided by SUNFER. 

• Incorrect fastener tightening torques (overtight or undertight). 

• Modifications or installations other than those recommended by SUNFER. 

• Installation of additional homemade or third-party elements to the structures supplied by SUNFER. 

• Inadequate handling of products during the installation. 

• Damage to the product after delivery, or from improper storage of the product. 

• Any defect which is purely aesthetic in nature and which does not affect the structural safety of the product. 

• Installations in areas whose wind and snow loads exceed those indicated in the datasheets of the product.  

• Structures installed outside of the safe zone indicated in the installation manual. 

• Inadequate maintenance. See the Maintenance Manual. 

• Fires or exposure to temperatures above 110 ºC.  

• Problems or defects caused by corrosive agents not initially considered (1). 

• Natural disasters such as earthquakes, hurricanes, floods, tornados, cyclones, mudslides, avalanches, or volcanic 

eruptions. 

 

For structures not provided with a method of fastening to a surface, SUNFER denies responsiblity in the event of collapse 

or failure due to insufficient fastening or poor installation. 

  

Guarantor, Execution of guarantee 

 
The guarantor is SUNFER ESTRUCTURAS S.L.U. located at Camino de la Dula s/n 46687, Albalat de la Ribera, Valencia, Spain. 

  

The entitlements afforded by this guarantee are non-transferable to third parties. 

  

Regarding the guarantee and any disputes related to it, the law currently in force in Spain shall apply. 

 

 

 



https://drive.google.com/file/d/1AZxZu1Uz8GfwIt0_ix3joIPtPdkWT78M/view?usp=sharing
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SW7

M10

EPDM

M10

01V-EN 
S01-EN

40 43 46 49 52 55 58 61 64 67
2.40NRK [kN]

Kmod=0.7

2.58 2.76 2.94 3.12 3.30 3.48 3.66 3.84 4.02
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Characteristics
Hexagonal Head.
A2-70 Stainless Steel.
Application Surfaces:
· Wood with a maximum density of 350

kg/m³. Wood type C24 or greater
· HA-25 Concrete Slab

Technical Specifications:
Screw Length: 250 mm.
Screw Diameter: 10 mm.
Pre-drill Diameter:

 Wood: 7 mm
 Concrete: See anchor datasheet

Yield Moment My, RK*

5.80 [kN.cm]

Tension and Compression Strengths*

Description Coplanar Support

Panel Disposition Portrait/Landscape

Format KIT of 1 to 4 panels

Joining Kit S15-EN not included (optional)

Application Surface Tile and Metal Sheet

Anchoring Surface Concrete Slab and Wooden Beam

Type of Fastening Screwed

Fastener S01-EN

Profile G1-EN

Grounding piece S13

Maximum Panel Dimensions 2279x1150 mm

Panel Thickness from 28 to 40 mm

Materials Fasteners: A2-70 Stainless Steel
Profiles: Raw or Anodized EN AW 6005A T6 Aluminium
EPDM Weather Seal

Maximum Loads According to Application

Structural Calculation Computational models checked against EUROCODE 9
"Structures of Aluminium"

Effective Embedment Depth lef [mm]

*Data valid for wood of C24 or greater

Technical
Information:

Anchor
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Loads and
Reactions

Maximum admissible loads
and their reactions

5º Pitch
10º Pitch
15º Pitch
20º Pitch
25º Pitch
30º Pitch
35º Pitch
40º Pitch
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Certificates and
Guarantee
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· ISO 9001 Certified
· ISO 14001 Certified
· CE Marking
· Guaranteed
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ALUMINUM STRUCTURE TO SUPPORT PHOTOVOLTAIC PANELS.

4. SYSTEM OF EVALUATION AND VERIFICATION OF CONSTANCY OF PERFORMANCE:

System 2+

5. HARMONIZED STANDARD:

This product complies with the provisions of Annex ZA of the European standard UNE-EN 1090-1:2011 + A1:2012

6. NOTIFIED ORGANISM:

7. DECLARED PERFORMANCES:

Harmonised technical 

specifications

EN 1090-3

----

-----

EN 13501-1

Manufacturer's Name:  Voro Gómez Nacher

Date of issue: 02/08/2023

Signature:

1. PRODUCT DESCRIPTION.

DECLARATION OF PERFORMANCE
DdP

REVISION 01

 DECLARATION OF PERFORMANCE NUMBER: P-0114

 NAME:  SGS ICS IBÉRICA. S.A.

  UNIQUE IDENTIFICATION CODE OF THE 

EPRODUCT TYPE:

01V-EN

2. NAME AND ADDRESS OF MANUFACTURER.

 NAME:  SUNFER ESTRUCTURAS, S.L.U.

 COMERCIAL NAME (if exists):  --

 ADDRESS:  CAMI DE LA DULA S/N

 CITY AND PC:  46687 ALBALAT DE LA RIBERA -- COMUNIDAD VALENCIANA (SPAIN)

3. INTENDED USE(S) OF THE PRODUCT:

 Notified Organism Number:  NB1181

Essential Characteristics Performances

 Tolerances in geometric information Conforms to limits for essential tolerances		

 Weldability
Not applicable because there is no welding in 

the structure

 Fracture Tenacity Not required for aluminum components

 Carrying Capacity N/A

 Fatigue Resistance N/A

 Fire Resistance N/A

 Fire reaction Class A1

 Emission of cadmium and its compounds OK

 Emission of radioactivity OK

 Durability N/A

See product data sheet

N/A

N/A

According to the component specification. 

Execution class EXC1

Structural features

- Carrying capacity

- Fatigue resistance: N/A

- Fire resistance: N/A

- Manufacturing

UNE EN 1999-1-1

UNE EN 1090-3

• The performance of the product identified above is in accordance with all the declared performance.

• This declaration of performance is issued in accordance with Regulation (EN) No. 305/2011 under the responsibility of the 
manufacturer identified above.
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Guarantee Terms and Conditions 

Sunfer Guarantees 

R2-2023 

ES13/13899 ES22/211172 

 

Structural and Anticorrosion Guarantee 
All SUNFER mounting systems are manufactured under strict production control in our factory, as are our raw materials, 

which are periodically tested to ensure quality. It is for these reasons we are able to offer the following guarantee for our 

products: 

25 year Structural Gurantee 

Anticorrosion Guarantee per the below table 
 

Materials 

NON-HARSH environment (1) 

Distance to coastline 

greater than 5 Km  

HARSH or MARINE environment 

Distance to coastline 

less than 5 Km 

Raw Aluminum Fifteen (15) years Five (5) years 

Anodized Aluminum Twenty-five (25) years Twenty-five (25) years 

Table 1. 

 

(1) Non-exhaustive list of zones considered to be harsh environments:  

a. Industrial zones with emissions that include: sulphur dioxide, nitrogen oxides, sulphuric acid, sulphuric 

compounds, chlorine, or other volatile gases; 5 km safety distance. 

b. Electric generating stations that use the following fuels: coal, natural gas, petroleum;  

5 km safety distance. 

c. Petrochemical plants; 5 km safety distance. 

d. Cellulose factories; 5 km safety distance 

e. Wastewater treatment facilities: 500 m safety distance.  

In these zones it is always necessary to utilize anodized aluminum if inside of the minimum safety radius indicated above.  

    

The warranty of the adhesive in reference 07.1H and S07.1 is ten (10) years. The warranty of the 2-sided adhesive tape of 

the S07.1 anchor covers the product supplied by Sunfer and can be applied provided that the breakage is caused by 

the tearing off of the profile with respect to the adhesive tape, in the event that the breakage is caused by the tearing 

off of the adhesive tape from the roofing, it will be considered a faulty assembly on site. 

 

Mixed galvanised steel and raw aluminium supports such as, for example: Elevated, Monopoles, Car parks:  

                                                                                                           Environments C3 fifteen (15) years guarantee.  

Environments C4-C5 five (5) years.  

Mixed galvanised steel and anodised aluminium supports, such as: Elevated, Monopoles, Car parks:  

Environments C3 guarantee twenty-five (25) years.  

Environments C4-C5 fifteen (15) years. 

 

This guarantee applies to orders supplied from 3rd January, 2023 on. Orders delivered before this date shall be governed 

by the guarantee that was in force at the time that the order was supplied. 

 

The guarantee covers the final installation, and applies directly to the end user of the structure. Guarantees are managed 

between SUNFER and commercial distributors, so if an end user needs to invoke a guarantee, they must contact the 

distributor that supplied the material, and the distributor will coordinate with SUNFER Customer Service. The period of 

coverage of the guarantee begins upon the date that the delivery of the material is received by the end user, but will be 

repealed if the client does not comply with the payment terms stated in the invoice. 

 

To invoke the guarantee, the following documentation must be produced:  

• Sales invoice. 

• Date system was put in service. 

• Information of end user (name, address, distributor, etc). 

• General photographs showing the entire system as installed. 

• Installer’s final work plans/drawings. 

• Detailed photos of:  

o Fastening of the system to the roof, which shows the distance between mounting points.  

o The structure mounted without panels attached.  

o A rear view of the structure (from roof ridge if coplanar). 
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Sunfer Guarantees 

R2-2023 

ES13/13899 ES22/211172 

• Plan/drawing of the affected area which shows distances between mounting points. 

 

Coverage and Exclusions 

 
Coverage  

 
This guarantee covers the replacement and shipping of the defective components or of the entire system if necessary, 

with no charge. In the case of a replacement not being available, a suitably similar replacement will be provided. 

  

The guarantee is limited to replacement of defective products. The following costs, indirectly associated with the return 

process, will not be compensated: disassembly or any consequential, supplementary, or related damages, including lost 

profits or other indirect costs. 
 

The guarantee covers all metallic elements included in a SUNFER structure. 

 

Exclusions  
 

Any issues or defects caused by or related to the following shall be excluded from the guarantee:  

 

• Inadequate installations which did not follow the installation instructions provided by SUNFER. 

• Incorrect fastener tightening torques (overtight or undertight). 

• Modifications or installations other than those recommended by SUNFER. 

• Installation of additional homemade or third-party elements to the structures supplied by SUNFER. 

• Inadequate handling of products during the installation. 

• Damage to the product after delivery, or from improper storage of the product. 

• Any defect which is purely aesthetic in nature and which does not affect the structural safety of the product. 

• Installations in areas whose wind and snow loads exceed those indicated in the datasheets of the product.  

• Structures installed outside of the safe zone indicated in the installation manual. 

• Inadequate maintenance. See the Maintenance Manual. 

• Fires or exposure to temperatures above 110 ºC.  

• Problems or defects caused by corrosive agents not initially considered (1). 

• Natural disasters such as earthquakes, hurricanes, floods, tornados, cyclones, mudslides, avalanches, or volcanic 

eruptions. 

 

For structures not provided with a method of fastening to a surface, SUNFER denies responsiblity in the event of collapse 

or failure due to insufficient fastening or poor installation. 

  

Guarantor, Execution of guarantee 

 
The guarantor is SUNFER ESTRUCTURAS S.L.U. located at Camino de la Dula s/n 46687, Albalat de la Ribera, Valencia, Spain. 

  

The entitlements afforded by this guarantee are non-transferable to third parties. 

  

Regarding the guarantee and any disputes related to it, the law currently in force in Spain shall apply. 

 

 

 



https://drive.google.com/file/d/1AZxZu1Uz8GfwIt0_ix3joIPtPdkWT78M/view?usp=sharing
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7. Video of Installation
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Guarantee
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Panel

Structure Installation

According to

panel datasheet

Note
The "L" bracket must
not be attached until
the anchor has been
fixed.

According

to Kit

According

to Kit
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max.1300 rpm

SW5

1.

2.

3.

4.

04/2024  SUNFER

*Must withstand reactions at
the attachment point
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* Click

10.

11.

12.

40 Nm



(x4)

UG1-EN

x1

x4

6 Nm
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S15-EN

Kit A

Kit B

01V-EN

1.

(x2)

d2 £ 1000

0,2*d2 £ d1 £ 0,33*d2

2.

R1-04/24

S15-EN

x2

x2

x8

04/2024  SUNFER

Joining Kit
Optional Step: To join
two or more kits

Not included

Refer to UG1-EN installation

Extra

There are (2) extra S10-EN 
in every kit

Joining of kits:

Anchor points (d2) must be equidistant

Arrange profiles such that the overhang distance (d1)
is the same on both ends (=)
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d1 (=)

d2

d2

d2

d2

d1 (=)

d2

Kit A

Kit B

L

L £ 20m



S11-EN+S13

S11-EN

S10-EN+S13

S10-EN

S11-EN

S10-EN S11-EN+S13

S10-EN+S13

7 Nm

S11-

20 mm

S11-ENS10-EN

S11-EN

01V-EN

S13
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S13

7 Nm

S10-EN

S13

28-30 mm 35 mm 40 mm

0 1 2

Panel Installation
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28-40 mm

S13 S13

1) 2) 3)



01V-EN
R1-04/24

04/2024  SUNFER

Optional
Cable Clip
(Not Included)
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M10

01V-EN 
S01-EN

40 43 46 49 52 55 58 61 64 67
2.40NRK [kN]

Kmod=0.7

2.58 2.76 2.94 3.12 3.30 3.48 3.66 3.84 4.02
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Characteristics
Hexagonal Head.
A2-70 Stainless Steel.
Application Surfaces:
· Wood with a maximum density of 350

kg/m³. Wood type C24 or greater
· HA-25 Concrete Slab

Technical Specifications:
Screw Length: 250 mm.
Screw Diameter: 10 mm.
Pre-drill Diameter:

 Wood: 7 mm
 Concrete: See anchor datasheet

Yield Moment My, RK*

5.80 [kN.cm]

Tension and Compression Strengths*

Description Coplanar Support

Panel Disposition Portrait/Landscape

Format KIT of 1 to 4 panels

Joining Kit S15-EN not included (optional)

Application Surface Tile and Metal Sheet

Anchoring Surface Concrete Slab and Wooden Beam

Type of Fastening Screwed

Fastener S01-EN

Profile G1-EN

Grounding piece S13

Maximum Panel Dimensions 2279x1150 mm

Panel Thickness from 28 to 40 mm

Materials Fasteners: A2-70 Stainless Steel
Profiles: Raw or Anodized EN AW 6005A T6 Aluminium
EPDM Weather Seal

Maximum Loads According to Application

Structural Calculation Computational models checked against EUROCODE 9
"Structures of Aluminium"

Effective Embedment Depth lef [mm]

*Data valid for wood of C24 or greater

Technical
Information:

Anchor
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Loads and
Reactions

Maximum admissible loads
and their reactions

5º Pitch
10º Pitch
15º Pitch
20º Pitch
25º Pitch
30º Pitch
35º Pitch
40º Pitch



















b

d

e= Min [b,2h]
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y

R1-04/24

04/2024  SUNFER

To avoid turbulence and other negative effects, PV panels must be installed inside of
the green Safe Zone. PV panels must not be installed inside of the turbulent zones.

Installation Safe Zone

Turbulence Zone

Extreme Turbulence Zone

Installation Zone
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h

x = Max [e/10 , 0.5m]
y = Max [e/4 , 0.5m]
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Installation Video
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Certificates and
Guarantee
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· ISO 9001 Certified
· ISO 14001 Certified
· CE Marking
· Guaranteed
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SUNFER  ESTRUCTURAS,  S.L.U.  Camino de la Dula s/n 46687 Albalat de la Ribera – Valencia (Spain) 

Guarantee Terms and Conditions 

Sunfer Guarantees 

R2-2023 

ES13/13899 ES22/211172 

 

Structural and Anticorrosion Guarantee 
All SUNFER mounting systems are manufactured under strict production control in our factory, as are our raw materials, 

which are periodically tested to ensure quality. It is for these reasons we are able to offer the following guarantee for our 

products: 

25 year Structural Gurantee 

Anticorrosion Guarantee per the below table 
 

Materials 

NON-HARSH environment (1) 

Distance to coastline 

greater than 5 Km  

HARSH or MARINE environment 

Distance to coastline 

less than 5 Km 

Raw Aluminum Fifteen (15) years Five (5) years 

Anodized Aluminum Twenty-five (25) years Twenty-five (25) years 

Table 1. 

 

(1) Non-exhaustive list of zones considered to be harsh environments:  

a. Industrial zones with emissions that include: sulphur dioxide, nitrogen oxides, sulphuric acid, sulphuric 

compounds, chlorine, or other volatile gases; 5 km safety distance. 

b. Electric generating stations that use the following fuels: coal, natural gas, petroleum;  

5 km safety distance. 

c. Petrochemical plants; 5 km safety distance. 

d. Cellulose factories; 5 km safety distance 

e. Wastewater treatment facilities: 500 m safety distance.  

In these zones it is always necessary to utilize anodized aluminum if inside of the minimum safety radius indicated above.  

    

The warranty of the adhesive in reference 07.1H and S07.1 is ten (10) years. The warranty of the 2-sided adhesive tape of 

the S07.1 anchor covers the product supplied by Sunfer and can be applied provided that the breakage is caused by 

the tearing off of the profile with respect to the adhesive tape, in the event that the breakage is caused by the tearing 

off of the adhesive tape from the roofing, it will be considered a faulty assembly on site. 

 

Mixed galvanised steel and raw aluminium supports such as, for example: Elevated, Monopoles, Car parks:  

                                                                                                           Environments C3 fifteen (15) years guarantee.  

Environments C4-C5 five (5) years.  

Mixed galvanised steel and anodised aluminium supports, such as: Elevated, Monopoles, Car parks:  

Environments C3 guarantee twenty-five (25) years.  

Environments C4-C5 fifteen (15) years. 

 

This guarantee applies to orders supplied from 3rd January, 2023 on. Orders delivered before this date shall be governed 

by the guarantee that was in force at the time that the order was supplied. 

 

The guarantee covers the final installation, and applies directly to the end user of the structure. Guarantees are managed 

between SUNFER and commercial distributors, so if an end user needs to invoke a guarantee, they must contact the 

distributor that supplied the material, and the distributor will coordinate with SUNFER Customer Service. The period of 

coverage of the guarantee begins upon the date that the delivery of the material is received by the end user, but will be 

repealed if the client does not comply with the payment terms stated in the invoice. 

 

To invoke the guarantee, the following documentation must be produced:  

• Sales invoice. 

• Date system was put in service. 

• Information of end user (name, address, distributor, etc). 

• General photographs showing the entire system as installed. 

• Installer’s final work plans/drawings. 

• Detailed photos of:  

o Fastening of the system to the roof, which shows the distance between mounting points.  

o The structure mounted without panels attached.  

o A rear view of the structure (from roof ridge if coplanar). 



 

 

 

 

 

 

SUNFER  ESTRUCTURAS  S.L.U.  Camino de la Dula s/n 46687 Albalat de la Ribera – Valencia (Spain) 
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• Plan/drawing of the affected area which shows distances between mounting points. 

 

Coverage and Exclusions 

 
Coverage  

 
This guarantee covers the replacement and shipping of the defective components or of the entire system if necessary, 

with no charge. In the case of a replacement not being available, a suitably similar replacement will be provided. 

  

The guarantee is limited to replacement of defective products. The following costs, indirectly associated with the return 

process, will not be compensated: disassembly or any consequential, supplementary, or related damages, including lost 

profits or other indirect costs. 
 

The guarantee covers all metallic elements included in a SUNFER structure. 

 

Exclusions  
 

Any issues or defects caused by or related to the following shall be excluded from the guarantee:  

 

• Inadequate installations which did not follow the installation instructions provided by SUNFER. 

• Incorrect fastener tightening torques (overtight or undertight). 

• Modifications or installations other than those recommended by SUNFER. 

• Installation of additional homemade or third-party elements to the structures supplied by SUNFER. 

• Inadequate handling of products during the installation. 

• Damage to the product after delivery, or from improper storage of the product. 

• Any defect which is purely aesthetic in nature and which does not affect the structural safety of the product. 

• Installations in areas whose wind and snow loads exceed those indicated in the datasheets of the product.  

• Structures installed outside of the safe zone indicated in the installation manual. 

• Inadequate maintenance. See the Maintenance Manual. 

• Fires or exposure to temperatures above 110 ºC.  

• Problems or defects caused by corrosive agents not initially considered (1). 

• Natural disasters such as earthquakes, hurricanes, floods, tornados, cyclones, mudslides, avalanches, or volcanic 

eruptions. 

 

For structures not provided with a method of fastening to a surface, SUNFER denies responsiblity in the event of collapse 

or failure due to insufficient fastening or poor installation. 

  

Guarantor, Execution of guarantee 

 
The guarantor is SUNFER ESTRUCTURAS S.L.U. located at Camino de la Dula s/n 46687, Albalat de la Ribera, Valencia, Spain. 

  

The entitlements afforded by this guarantee are non-transferable to third parties. 

  

Regarding the guarantee and any disputes related to it, the law currently in force in Spain shall apply. 
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